lilli, Mircom:

EMERGENCY LIGHT (TwIN SQUARE) EL-7006-6W

Features

1 8 0 Power on AC 3W

MINUTES Lamp Type 2x3W LED
Input Voltage 120-347 VAC
Frequency 50/60Hz
Battery Type LiFePO4
LED Type SMD LED

1 Working Time 180 Minutes
et Charging Time 24 Hours
Description Technical Drawing

« Injection-molded thermoplastic ABS housing

« UL 924, NFPA 101 and CEC Title 20 Compliant
«  Wall and ceiling mountable

« Input Voltage: 120-347 VAC 50/60Hz

«  Super bright adjustable 2x3W LED lamps

«  Emits over 600 lumens of total light

«  LiFeP04 Lithium Iron Phosphate battery 3.2V 3.2Ah 13.36"
«  Test switch and charge indicator light (339.5mm)
«  Overcharge & Over-discharge protection
«  Backup time: 180 minutes
«  Conversion time: <0.2 second (1‘1";?]:“)
. IP Class: IP20, suitable for damp locations
«  Operating Temperature: -10 °C ~ 40 °C /14 °F ~104 °F
3 73" ——
(94.8mm)
C Us
Ordering Information LISTED
Model Description
EL-7006-6W Emergency Light (Twin Square), 12 per case
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