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Description

The TX3-Cloud-Gateway connects MIRCOM TX3 systems to
the TX3-Vision configurator.

Every project site that is deploying TX3 Vision software
requires a TX3 Cloud Gateway.

Features
® [ntel® Pentium® N4200/ Celeron® N3350 Processor
SoC/Atom® E3950

®  Onboard LPDDR4 Memory, eMMC Storage
® Gigabit LAN x 2

e HDMIx1,DPx1

¢ USB3.0x3,USB3.00TGx1

® 3G/ WiFi/ BT(Optional)

NOT TO BE USED FOR INSTALLATION PURPOSES.
THIS INFORMATION IS FOR MARKETING PURPOSES ONLY AND
NOT INTENDED TO DESCRIBE THE PRODUCTS TECHNICALLY.

TX3-CLOUD-GATEWAY

Specifications

Sysom ——

CPU Intel® Pentium® N4200/ Celeron® N3350
Processor SoC/Atom® E3950

Memory Onboard Single/ Dual Channel LPDDR4
memory, Max. 8GB

Graphics Intel® Graphics, GEN 9

Storage eMMC ver 5.0 x 1, Max. 128G
Optional:
Full-sized Mini-PCle x 1
SATA3 x 1

Ethernet Realtek® 8111G x 2

WIFI/BT Optional: M.2 2230 x 1

Audio HDMI x 1, DP x 1

usB USB3.0x 3

Full-sized Mini-PCle x 1
(PCle & SATA + USB2.0)
M.2 2230 x 1

Expansion Slot

1/0 Placements

Power DC-in Jack x 1, Power Button x 1

USB USB3.0 x 2, USB3.0 OTG x 1/ USB3.0 x 1
Display Port HDMI x 1, DP x 1

Ethernet Realtek® 8111G x 2

0
o)

i Z
|

Power 5V DC Only

3.74” x 3.74" x 1.97”
(95mm x 95mm x 50mm)

Form Factor

Gross Weight —

Operating 32°F ~ 113°F (0°C ~ 45°C)

Temperature

Operating 0% ~ 90% relative humidity non-condensing
Humidity

Certification CE, FCC Class A, UL

OS Support Windows® 10

USB 3.0 HDMI

CATALOG NUMBER

6903



System Diagram:

Any device that can support a web browser
(running TX3-VISION-CLOUD)
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TX3-CLOUD-GATEWAY Card Access Elevator Lobby Card Access
Controller with Restriction Panel  Control Panel Controller with
2 card readers 1 card reader

Existing TX3 Network

Ordering Information

Model Description
TX3-CLOUD-GATEWAY TX3 Vision Cloud Gateway (One unit required per site for TX3-VISION)
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