
SPEAKER SILENCING VIA IN-SUITE SILENCE SWITCH SSW-100:

The speakers may be silenced by installing an SSW-100 Silence Switch within the suite.  The silenceable speakers SP-404-70, SP-504-70 are wired
as shown above.  The SSW-100 Silence Switch is wired using three wire nuts.  

NOTE: For speaker wiring size and length, refer to speaker instructions.

LT-693A REV.  2    JULY 2009

SSW-100 SILENCE
SWITCH AND LED
MOUNTED ON A
STANDARD SIGNAL
ELECTRICAL BOX
AND PLACED NEAR
SPEAKER(S) TO BE
SILENCED 

FIRE ALARM SIGNAL

BLUE BROWN

 IN-SUITE
SPEAKER
    (70V)

 IN-SUITE
SPEAKER
    (70V)

TO NEXT
DEVICE OR 
END-OF-LINE
RESISTOR
OR RETURN 
FOR CLASS A

FROM QX-5000 
70V AUDIO LINE

-

+

  NON-SILENCEABLE 
STANDARD SPEAKER
                (70V)

CONNECT
BROWN TAP:
WIRE TO
EITHER 2, 1, ½,
OR ¼ WATT
TERMINAL.

GREEN CHASSIS WIRE

BROWN TAP WIRE

TAP TAP

C

C

} FOR S6, S7 AND S8
WIRING SEE DIAGRAM A

DIAGRAM A

CONNECT
TO S +
SELECTED
FOR THIS
SPEAKER

ELECTRICAL RATINGS:
RATING: FOR 70 VOLT SPEAKER LINES WITH 60
WATTS OF SPEAKER LOAD OR LESS.
IN-SUITE SPEAKER LOAD: 6 WATTS MAXIMUM
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